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VICINITY MAP
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14' below Minimum Pool
Depths shown are below Minimum Pool
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Training Structure
Revetment
Tower/Power Poles
Electrical Lines
Fiber Optic Lines

Pipelines

Horizontal Coordinate System:

North American Datum of 1983 (NAD83), projected to the
State Plane Coordinate System (SPCS), Missouri East Zone.
Distance units in U.S. Survey Feet.

Vertical Datum:
Soundings are shown in feet and indicate depths below the
Minimum Pool.

The information depicted on this map represents the results of
a survey conducted on the date indicated and can only be
considered to represent the general condition existing at that time.

The location of navigation aids are based on and provided
by the U.S. Coast Guard.

90°28'W

38°57'N

38°57'N 90°28'W

90°28'W

90°28'W  38°57'N

90°28'W

District: CEMVS

®
US Army Corps

of Engineers

DISCLAIMER
Access Con

of any of the application of the data for other than its intended purpose.

these data a
understanding

U.S. ARMY GORBBS OBTRNGINEERS

‘Surveyed By:
Plotied By:
‘Checked By:

Submitted
Approved.

Survey Information

POOL_26_UPPER_MISSISSIPPI

UM_SL_P26_20260520_BD_1
20 May 2026

Reach

Number
25 of 51




CORPS OF ENGINEERS

U.S. ARMY

Miles

= 38°56'N 90°30'W 38°56'N  90°30'W 90°29'W 90°29'W 90°29'W 90°29'W 90°29'W 90°29'W 90°29'W  38°57'N 90°29'W
3 AN 2L AN 2L 2L N2 N2 X 2. ya AN 2L AN 2L
8
z
8\
3 =
o
o
2 8
%/
3 z
5
-"’...'E=,—' :°.8
=
&’
2 8
‘9’/
S\
\ =
\ -~ \ ]
s 7 7. 369655751 1 € y 5
: ] §4716667050" o iy ”
g 78,97, g ogg s 93, 122
88, 1S \ )
i 088 122 42, 12 9
. NoWr: el X 432 X
J ol - N A7 j N4
A2 g ¥ "'716 YRR 1240, 145 14(%) 1§ N 127 '
2 Ada 1l g Sy & 61/16796 189 15815 46,133 17 1157 ) g7 8 /1\41,%1&1; g ERF g5 133
R AR N 0198 s o126 11, % 160 (o293 128129 z
N 84 118.7 15. o 165 51 %%1 b 4149183 64147 162* 2 1%07125 127'@ b=
\ N v . B =]
= Yo {8 : 170 17 1@%1 y510 191 16.5 158 154 1+ ah , 3
84 247 7 134148 B 23 741 75 1407 S
2 242 160 30 2R9~\22'f7 y i 18.9 20'1 190 h1 18 7.3 7138
3 ; A 12:97167 9241 216 19 1 51 -
235 14} ;5‘5-‘3% 7157178 0 244 220 18-75%3.817-71 {& z
/ 55 1341401357 16517223 192198 169 123 18 N
e \ ) y N // N ™
N\ \\ y 4 \\ p \\\\
N\ / N\ 4 N\
N N\~ X
\ X N\ =
v A N\ v )
AN Z N e e P a
% / e : // /7 /7 3
g’ e ~ / // \\ // . / = \
S \ // e \ // \ \
// / 7 \\ ////
/ X y
"~ N e
/X\ g
N
| 3
d \ (?8
g s
S
o
& |
7
z
29
% \
© AN y
N 7\ 7’ 7’ AY 7 N\ 7 \ L \ L \ L \ Cd \ 7
90°29'W 90°29'W 90°29'W 90°29'W 38°56'N 90°29'W  38°56'N 90°29'W 38°56'N 90°29'W 38°56'N 90°28'W 38°57'N 90°28'W 38°57'N 90°28'W 38°57'N  90°28'W
VICINITY MAP T Aids to Navigati —— Training Structure ”(gzofgl: Coordinate System:
—_— 1 LAYERS ids to Navigation North American Datum of 1983 (NAD83), projected to the
m Revetment State Plane Coordinate System (SPCS), Missouri East Zone.
. River Mile Green A Green Buoy ° T P Pol Distance units in U.S. Survey Feet.
ower/Power Poles
o ; Vertical Datum:
g Sailing Line A Red BUOy ——— Electrical Lines Segu_l:daing: :g shown in feet and indicate depths below the
9' below Minimum Pool Red Fiber Ontio L Minimum Pool.
NG 12 below Winimum Pool ||
fs_/ 14' below Minimum Pool Q Junction — Pipelines considered to represent the general condition existing at that time.
L Feet
/ 0-=3:a=11|7 Depths shown are below Minimum Pool - The location of navigation aids are based on and provided
4 0 250 500 750 1,000 by the U.S. Coast Guard.

@

US Army Corps
of Engineers
District: CEMVS

Plotied By:

‘Surveyed By:
‘Checked By:

U.S. ARMY GORBBS OBTRNGINEERS

Submitted
Approved.

Survey Information

POOL_26_UPPER_MISSISSIPPI

UM_SL_P26_20260520_BD_1
20 May 2026

Reach

Number
26 of 51




CORPS OF ENGINEERS U.S. ARMY

38°56'N 90°30'W 38°56'N 90°30'W 38°56'N 90°30'W 38°56'N 90°30'W 38°56'N  90°30'W 38°56'N 90°30'W 90°30'W 90°30'W 90°30'W 90°29'W
AN ya AN ya AN ya AN ya AN ya AN ya AN ya N2 N2 XN

US Army Corps
of Engineers
District: CEMVS

90°30'W
AN

90°29'W

90°30'W
AN

| £
Mo
®
=
> g8
2 =3
=} > [
L4 4
S 3
3
z
eg N
@
I3} Y 5
S G
a 5
2 L
3
2 s |2
=} = Z
D4 %
=}
&
2
[
=]
8
>
=
4
<
]
=
2
\ K F §
] 5 i
=} > - g
3 A 3 2
=}
>
=
3 c
z s |8
= > -
4 ©
=}
3 £
S
(2]
Y=
z [=
0\ —
8 -
° o
2 ol -
[7]
2|3 q
=} % 1
2 nl s
=+ EI n
= A ¢ S
E =) x ©
o > w N
4 . ]
S \| £ o |
] © D 0 ©
N 0 | N N
. . % © o
N
’ N ’ N ’ N N NI _lI >
90°29'W 38°56'N 90°29'W 38°56'N 90°29'W 38°56'N 6l wl g
VICINITY MAP T Training Structure NOTES: 2 g 8
H i : - Horizontal Coordinate System:
L 1 LAYERS Aids to Navigation North American Datum of 1983 (NAD83), projected to the
v% g) . 4/ m Revetment State Plane Coordinate System (SPCS), Missouri East Zone.
i ) River Mile Green AR Distance units in U.S. Survey Feet.
\ ) A Green Buoy AL ®  TowerPower Poles
\/y,ﬁ\ Sailing Line l>‘\‘\ 3}“) Vertical Datum:
SN g A Red BUOy \\’AK‘// e Electrical Lines Soundings are shown in feet and indicate depths below the
\\ = 9' below Minimum Pool Red e e Minimum Pool Reach
= o —_— o
NS —j ‘( D M s is Whetri 12' below Minimum Pool Fiber Optic Lines The information depicted on this map represents the results of
) SN = t. Louis Disfrict - Pipeli a survey conducted on the date indicated and can only be N um ber
—— N 14' below Minimum Pool Junction ipelines considered to represent the general condition existing at that time.
0 33t This 117 Depths shown are below Minimum Pool 2 igation ai i 27 of 51
/ - p The location of navigation aids are based on and provided
4 Miles 0 250 500 750 1,000 by the U.S. Coast Guard.




